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Graph

Visible Light Image
Extent of water damage as viewed from
lounge room.

Image Info
Camera Model Fluke TiR32
Image Time 5/28/2010 8:04:59 AM
Calibration Range 14.0°F to 302.0°F
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Graph

Visible Light Image
This image shows signs of moisture under
the middle row of tiles. It may not be the
only cause of the water leak down stairs. I
still recommend that the grout between the
tiles be replaced to prevent excess water
build up under the tiles.

Image Info
Camera Model Fluke TiR32
Image Time 5/28/2010 8:25:25 AM
Calibration Range 14.0°F to 302.0°F
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Graph
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This is the kitchen corner where the
cupboard meets the ceiling. The moisture
will also be behind the cupboard facia.

Image Info
Camera Model Fluke TiR32
Image Time 5/28/2010 8:41:44 AM
Calibration Range 14.0°F to 302.0°F
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Graph

Visible Light Image

High levels of moisture were measured.
The Lighter green area is where moisture
is present.

Image Info
Camera Model Fluke TiR32
Image Time 5/28/2010 3:28:31 PM
Calibration Range 14.0°F to 302.0°F
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Graph
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This image shows that the balcony may
not be the only source of the leak as the
underneath part is uniform in its thermal
radiation. However there are also signs of
moisture that were confirmed with the
damp meter.

Image Info
Camera Model Fluke TiR32
Image Time 5/28/2010 3:28:45 PM
Calibration Range 14.0°F to 302.0°F
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The lighter blue area on the wall in this
image is cooler and extends up to the
eaves. This indicates that there is moisture
in the surface.

As was pointed out there may be an
unsealed area behind the offset of the
downpipe. Looking at this image it may be
the cause, or part of the problem.

Image Info
Camera Model Fluke TiR32
Image Time 5/28/2010 3:29:05 PM
Calibration Range 14.0°F to 302.0°F


